EVANS HOLIDAY SPECIFICATIONS

Model LOL5

RECORD Famous Time Tested Tuside mechanism, plays both sldes of
CHANGER 50 records giving 100 selections. Plays 7 inch 45 r.p.m.

records.
FINISH Modern Lime Osk in the finest quality woods.
WATTAGE Total - 320 watts

Lighting only - 50 watts
VOLTAGE Standard 110 Volts 60 or 50 cycle.

Speclal 220 volte avallable at extra cost.
“HL F1! Evans High Fidelity Type Amplifier uses--one 6AU6, one 6SnT,
SOUND one 5U4G, and two 6L6 tubee--receptacle for auxiliary
SYSTEM gpeakers and remote volume control--Independent Bass and

Treble controls--20 watt output--Concealed type volume con-
trol. Speaker is large 15" high fildelity dynamic type.
Panoramic sound distribution and baffle arrangement.

TONE ARM Perfectly balanced--unaffected by level or vibration--
feather weight ceramic cartridge impervious to high
temperature or humidity. It hae operating pressure of
10 grams for longeat possible record life. Needles re-
placed without changing entire cartridge. New type brush
for automatically removing record dust.

CoIn latest National Rejectors Type--Standard 1 play for 5¢,

MECHANISM 2 plays for 10¢ and 6 plays for 25¢--Easily and quickly
convertible to 1 play for 10¢ and 3 plays for 25¢.
Foreign coin operation avallable at extra cost. Send
sample colns for quotations.

CREDIT Coins may be deposited to accumulate up to 33 credits
ACCUMULATOR or plays at one time.
SELECTOR "Evans Exclusive "CIRC-O-MATIC", program holders removable

for changing title strips, programming arranged according
to record classification.

PLAY METER Simple, accurate type, registers each record played--

instantly reset by single knob--Also total play meter.
RECORD PLAY Indicates at a glance what record is being played.
INDICATQR

NET DIMENSIONS Height 55 3/4", Width 37 1/2", Depth 28"
GROSS DIMENSIONS " 60" G st

WEIGHT Net - 315 1bs.
Shipping Weights-

Domestic 368 1bs.

Export 415 1bs.
H.C.EVANS & CO. re-
gerves the right to make
changes at any time in Distributed by
specifications and prices
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